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PG-1       
Northwestern 
 
Specifications:            
span:  83'8", 25.50 m 
length:  48'8", 14.83 m 
engines: 2 Franklin 6AC-298-N3 
max. speed:    150 mph, 241 km/h 
 

 
(Source: Ron Dupas, via 1000aircraftphotos.com photo #2263) 

 
To improve the utility of many surplus CG-4 gliders that were kept in storage, it was proposed to fit them with a single engine 
pack on the port wing that could be removed at a later date. The engine pack was to be self contained and included 6 gallons 
of fuel and 2 gallons of oil and would double the range. 
Whilst this proposal did not materialize, a single CG-4A with serial 43-27315 was converted as the twin engined XPG-1 powered 
glider in May 1943 following an order placed in April 1943. It was intended to use the engine for an empty return flight. The 
aircraft flew for the first time on 13 May 1943 and was destroyed by a tornado. In July 1943 further development was stopped.  
            
Refer also to CG-4, PG-2 

 



PG-2       
Ridgefield 
 
Specifications:            
span:  83'8", 25.50 m 
length:  48'8", 14.83 m 
engines: 2 Ranger L-440-1 
max. speed:    100 mph, 160 km/h 
 

 
(Source: USAAF?) 

 
Ordered in April 1943 and delivered in July 1943, a single CG-4A with serial 42-58090 was converted as the XPG-2.  
Also in 1943 the XPG-2 and another CG-4A with serial 42-77072 were converted as XPG-2A with L-440-3 engines. The PG-2A 
designation was used for the production model and 60 were ordered for conversion but only 10 CG-4A's were converted in 
1945. They had serials 45-14034/14043 and were redesignated as G-2A on 10 June 1948.   
The XPG-2B version was to have 2 Jacobs R-755-9 engines but the conversion of one CG-4A with serial 45-14044 was 
cancelled. It had Waco model number 2-YZR. 
References also mention XPG-2C (model 2-XZR), XPG-2D and XPG-2E (both model 2-YST). 
            
Refer also to CG-4, PG-1 
 



PG-3       
Waco 2-YEU 
 
Specifications:            
span:  70’7”, 21.51 m 
length:  48'10", 14.88 m 
engines: 2 Jacobs R-755-9 + 2 Jato 
max. speed:    116 mph, 187 km/h 
 

 
(Source: via indianamilitary.orf/FreemanAAF) 

 
Ordered in September 1944, a single XCG-15A with serial 44-90986 was converted as XPG-3. It had an extended wing span 
and the first flight was on 2 April 1945. On 11 June 1948 it was redesignated as G-3. The conversion of XCG-15A 42-5277 was 
cancelled. 
References also mention the XPG-3A (model 2-XEU) which would have had more powerful engines, as well as XPG-3B (model 
2-REU). Neither was completed. 
            
Refer also to CG-15 

 

 

 

 



PG-4      
Chase MS-5 
 
Specifications:            
span:  71'10", 21.89 m 
length:  42'10", 13.06 m 
engines: 2 Pratt & Whitney R-1340-AN-1 
max. speed: 170 mph, 274 km/h 
 

 
(Source: Bill Norton) 

 
A powered version of the XCG-14A was proposed but not proceeded with. 
 
Refer also to C-122 and CG-14 

 


